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1
PERFORMING DIAGNOSTIC TRACING OF
AN EXECUTING APPLICATION TO
IDENTIFY SUSPICIOUS POINTER VALUES

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is a Continuation of U.S. application Ser.
No. 13/715,472, filed on Dec. 14,2012, which is incorporated
by reference herein in its entirety.

BACKGROUND

The arrangements described herein relate to performing a
diagnostic analysis on executing software. More particularly,
the present arrangements relate to diagnostic tracing of an
executing application.

Computing systems require memory in order to function.
This computer memory is referenced by address, and the full
range of memory available to the system is known as the
address space. When a problem with a computer system is
being investigated, a copy or image of this address space, that
is, the memory addresses and address data contents, can be
stored for later inspection. Such data is commonly referred to
as core or dump data and stored in a core or dump file.

If the program under investigation has been written to
include trace entries, these can be enabled so that diagnostic
information in the form of trace data is written out or cutto a
trace file during the execution of the program. The combina-
tion of the dump or core data and the trace data enables
engineers analyzing the performance of the relevant program
to inspect the contents of memory when the dump file was
taken and compare this with the trace data produced during
the processing of the program in an attempt to identify the
cause of a problem.

BRIEF SUMMARY

One or more embodiments disclosed within this specifica-
tion relate to performing diagnostic tracing of an executing
application.

An embodiment can include method. The method can
include identifying a trace entry in trace data, the trace entry
comprising a pointer that refers to a memory address. The
method further can include determining, using a processor,
whether a value that is, or has been, stored at the memory
address is an erroneous value. The method also can include,
responsive to determining that the value that is, or has been,
stored at the memory address is an erroneous value, indicat-
ing the pointer as being a suspicious value.

Another embodiment can include a method, which
includes identifying a trace entry in trace data, the trace entry
comprising a pointer that refers to a memory address. The
method also can include determining, using a processor,
whether a value that is, or has been, stored at the memory
address is an erroneous value by processing delta core data
generated for at least one trace entry, wherein the delta core
data is data that represents at least a portion of a difference
between a first set of core data and a second set of core data.
The method further can include responsive to determining
that the value that is, or has been, stored at the memory
address is an erroneous value, indicating the pointer as being
a suspicious value.

Another embodiment can include a system having a pro-
cessor. The processor can be configured to initiate executable
operations including identifying a trace entry in trace data, the
trace entry comprising a pointer that refers to a memory
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address. The executable operations also can include deter-
mining whether a value that is, or has been, stored at the
memory address is an erroneous value. The executable opera-
tions further can include responsive to determining that the
value that is, or has been, stored at the memory address is an
erroneous value, indicating the pointer as being a suspicious
value

Another embodiment can include a computer program
product for performing diagnostic tracing of an executing
application. The computer program product can include a
computer-readable storage medium having stored thereon
program code that, when executed, configures a processor to
perform a method. The method can include identifying a trace
entry in trace data, the trace entry comprising a pointer that
refers to a memory address. The method further can include
determining, using a processor, whether a value that is, or has
been, stored at the memory address is an erroneous value. The
method also can include, responsive to determining that the
value that is, or has been, stored at the memory address is an
erroneous value, indicating the pointer as being a suspicious
value.

BRIEF DESCRIPTION OF THE SEVERAL
VIEWS OF THE DRAWINGS

FIG. 11is a block diagram illustrating a system for perform-
ing diagnostic tracing of an executing application in accor-
dance with one embodiment disclosed within this specifica-
tion.

FIG. 2 depicts trace data, base core data and delta core data
in accordance with one embodiment disclosed within this
specification.

FIG. 3 depicts trace data, base core data, delta core data and
reconstituted core data in accordance with one embodiment
disclosed within this specification.

FIG. 4 depicts an example of a trace entry comprising a
suspicious value in accordance with one embodiment dis-
closed within this specification.

FIG. 5 is a flow chart illustrating a method of performing
diagnostic tracing of an executing application in accordance
with another embodiment disclosed within this specification.

FIG. 6 is a block diagram illustrating further details of the
system of FIG. 1 in accordance with one embodiment dis-
closed within this specification.

DETAILED DESCRIPTION

As will be appreciated by one skilled in the art, aspects of
the present invention may be embodied as a system, method
or computer program product. Accordingly, aspects of the
present invention may take the form of an entirely hardware
embodiment, an entirely software embodiment (including
firmware, resident software, micro-code, etc.) or an embodi-
ment combining software and hardware aspects that may all
generally be referred to herein as a “circuit,” “module” or
“system.” Furthermore, aspects of the present invention may
take the form of a computer program product embodied in one
or more computer-readable medium(s) having computer-
readable program code embodied, e.g., stored, thereon.

Any combination of one or more computer-readable medi-
um(s) may be utilized. The computer-readable medium may
be a computer-readable signal medium or a computer-read-
able storage medium. The phrase “computer-readable storage
medium” means a non-transitory storage medium. A com-
puter-readable storage medium may be, for example, but not
limited to, an electronic, magnetic, optical, electromagnetic,
infrared, or semiconductor system, apparatus, or device, or
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any suitable combination of the foregoing. More specific
examples (a non-exhaustive list) of the computer-readable
storage medium would include the following: an electrical
connection having one or more wires, a portable computer
diskette, a hard disk drive (HDD), a solid state drive (SSD), a
random access memory (RAM), aread-only memory (ROM),
an erasable programmable read-only memory (EPROM or
Flash memory), an optical fiber, a portable compact disc
read-only memory (CD-ROM), a digital versatile disc
(DVD), an optical storage device, a magnetic storage device,
orany suitable combination of the foregoing. In the context of
this document, a computer-readable storage medium may be
any tangible medium that can contain, or store a program for
use by or in connection with an instruction execution system,
apparatus, or device.

A computer-readable signal medium may include a propa-
gated data signal with computer-readable program code
embodied therein, for example, in baseband or as part of a
carrier wave. Such a propagated signal may take any of a
variety of forms, including, but not limited to, electro-mag-
netic, optical, or any suitable combination thereof. A com-
puter-readable signal medium may be any computer-readable
medium that is not a computer-readable storage medium and
that can communicate, propagate, or transport a program for
use by or in connection with an instruction execution system,
apparatus, or device.

Program code embodied on a computer-readable medium
may be transmitted using any appropriate medium, including
but not limited to wireless, wireline, optical fiber, cable, RF,
etc., or any suitable combination of the foregoing. Computer
program code for carrying out operations for aspects of the
present invention may be written in any combination of one or
more programming languages, including an object oriented
programming language such as Java™, Smalltalk, C++ or the
like and conventional procedural programming languages,
such as the “C” programming language or similar program-
ming languages. The program code may execute entirely on
the user’s computer, partly on the user’s computer, as a stand-
alone software package, partly on the user’s computer and
partly on a remote computer, or entirely on the remote com-
puter or server. In the latter scenario, the remote computer
may be connected to the user’s computer through any type of
network, including a local area network (LAN) or a wide area
network (WAN), or the connection may be made to an exter-
nal computer (for example, through the Internet using an
Internet Service Provider).

Aspects of the present invention are described below with
reference to flowchart illustrations and/or block diagrams of
methods, apparatus (systems), and computer program prod-
ucts according to embodiments of the invention. It will be
understood that each block of the flowchart illustrations and/
or block diagrams, and combinations of blocks in the flow-
chart illustrations and/or block diagrams, can be imple-
mented by computer program instructions. These computer
program instructions may be provided to a processor of a
general purpose computer, special purpose computer, or other
programmable data processing apparatus to produce a
machine, such that the instructions, which execute via the
processor of the computer, other programmable data process-
ing apparatus, or other devices create means for implement-
ing the functions/acts specified in the flowchart and/or block
diagram block or blocks.

These computer program instructions may also be stored in
a computer-readable medium that can direct a computer,
other programmable data processing apparatus, or other
devices to function in a particular manner, such that the
instructions stored in the computer-readable medium produce
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an article of manufacture including instructions which imple-
ment the function/act specified in the flowchart and/or block
diagram block or blocks.

The computer program instructions may also be loaded
onto a computer, other programmable data processing appa-
ratus, or other devices to cause a series of operational steps to
be performed on the computer, other programmable appara-
tus or other devices to produce a computer implemented
process such that the instructions which execute on the com-
puter or other programmable apparatus provide processes for
implementing the functions/acts specified in the flowchart
and/or block diagram block or blocks.

For purposes of simplicity and clarity of illustration, ele-
ments shown in the figures have not necessarily been drawn to
scale. For example, the dimensions of some of the elements
may be exaggerated relative to other elements for clarity.
Further, where considered appropriate, reference numbers
are repeated among the figures to indicate corresponding,
analogous, or like features.

As will be described herein, many trace entries (e.g.,
records) within a trace comprise fields that include pointers to
memory addresses. Such memory addresses may contain
erroneous values (i.e., unexpected or incorrect values), or
values that otherwise warrant further investigation. In accor-
dance with the present arrangements, the pointers that point to
such memory addresses can be identified as suspicious field
values, and indicated as being suspicious field values in the
respective trace entries. For example, the pointers can be
highlighted in the trace entries.

The determination of whether a pointer is a suspicious field
value can be made based not only on the particular trace entry
that includes the pointer, but also on delta core data generated
to track changes to memory content. Thus, if content stored at
aparticular memory address changes as the application being
traced continues to run (e.g., the content is overwritten, the
memory freed or reused, etc.), the arrangements described
herein still can identify erroneous values in the content stored
in memory, and identify pointers to such memory addresses
as being suspicious. As used herein, a “pointer” is a data type
whose value refers to a memory address containing another
value. The pointer value may be a memory address where the
other value is stored, or an offset value from another memory
address that can be used to determine the memory address
where the other value is stored. Hereinafter, a memory
address may simply be referred to as an “address.”

FIG. 1 is a block diagram illustrating a system 100 for
performing diagnostic tracing of an executing application in
accordance with one embodiment disclosed within this speci-
fication. The system 100 can include a processing system 102
comprising at least one processor executing an operating
system 104 to provide a platform for executing one or more
applications. The processing system 102 will be described
herein in further detail.

An application being analysed 106 can be executed by the
processing system 102, and corresponding data can be stored
in memory 108, at least temporarily, in a conventional man-
ner. The application 106 can be provided with trace code (not
shown), which is configured to output trace data 110 at points
in the processing of the application 106 referred to as trace
points. Executing within an environment provided by the
operating system 104 can be a core data processing applica-
tion 112, a core data reconstitution application 114 and a
suspicious value identification application 116.

In another arrangement, rather than executing on the pro-
cessing system 102, the application 106 can be executed on a
processing system distinct from the processing system 102,
and thus on an operating system distinct from the operating
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system 104. The processing system 102 can be communica-
tively linked to such other processing system to collect the
trace data 110, core data 118, etc. generated during execution
of the application 106.

The core data processing application 112 can be configured
to store core data 118 in response to the production of each
entry (e.g., record) of the trace data 110 by the trace points
processed during the processing of the application 106, which
will be described with reference to FIG. 2. The core data
reconstitution application 114 can be configured to reconsti-
tute one or more images of the memory 108 from the core data
118 to generate reconstituted core data. Each of such images
can be substantially contemporaneous to a respective selected
entry of the trace data 110, which will be described with
reference FIG. 3. The suspicious value identification applica-
tion 116 can be configured to identify and highlight suspi-
cious field values in the trace data 110, as will be described
with reference to FIG. 4.

FIG. 2 depicts trace data 110, base core data 204 and delta
core data 206 in accordance with one embodiment disclosed
within this specification. The trace data 110 can be stored in a
file and can comprise a sequential set of trace entries 202 (e.g.,
trace records) produced in response to a corresponding trace
point. The trace entries 202 can be numbered sequentially in
order of their creation. The core data processing application
112 can be arranged to monitor execution of the application
106 for the outputting of trace entries 202 to the trace file. In
response to the entry of the first trace entry 202 in the trace file
resulting from the processing of the first trace point by the
application 106, the core data processing application 112 can
be configured to save a substantially contemporaneous image
of'the memory 108 as a first set of core data in the form of base
core data 204. In this regard, the base core data 204 can
correspond to the state of the core data 118 when the image of
the memory 108 is saved. As used herein, the term “core data”
means an image of data stored at a set of memory locations at
aparticular point during execution of an application. As used
herein, the term “set of memory locations” means one or more
memory locations.

In response to each subsequent entry of trace data 202 in
the trace file resulting from the processing of each further
trace point by the application 106, the core data processing
application 112 can be configured to save a respective second
set of core data in the form of delta core data 206. As used
herein, the term “delta core data” means data that represents
atleast a portion of a difference between a first set of core data
and a second set of core data. In other words, a particular delta
core data can be arecordation of a change between the first set
of core data and the second set of core data, for example
between previous memory content and current memory con-
tent.

A first set of delta core data 206 can be produced in
response to the processing of the second trace point in the
application 106. This first set of delta core data 206 can
comprise a record of each address and corresponding data
contents in memory 108 that have been modified since the
base core data 204 was recorded. In other words, the delta
core data 206 can represent the difference between the con-
tents of the memory 108 at the first trace point and its contents
at the second trace point. The third and each subsequent set of
delta core data 206 each can comprise a record of each
address and corresponding data contents in memory 108 that
have been modified since the immediately prior delta core
data 206 was recorded.

In the present example, the delta core data 206 can be
recorded incrementally, that is, each time a change is made in
the memory, the change can be logged as pending delta core
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data (not shown) until new trace data 106 is produced at which
point the pending delta core data can be saved in association
with the new trace entry 202 as a new set of delta core data
206. The recording of a new set of pending delta core data can
proceed until the next trace point is processed by the appli-
cation 106.

FIG. 3 depicts trace data 110, base core data 204, delta core
data 206 and reconstituted core data 302 in accordance with
one embodiment disclosed within this specification. The core
data reconstitution application 114 can be configured to, in
response to user selection of a given record of trace data 202,
identify all preceding trace entries 202 in the trace file and
each associated set of delta core data 206-1, 206-2, 206-3,
206-4, 206-5. Each such set of delta core data 206-1-206-5, in
order of creation, that is, oldest first, can be applied to the base
core data 204. Once all of the identified sets of delta core data
206-1-206-5 have been applied to the base core data 204, a
reconstituted set of core data 118 can be generated that com-
prises the state of the memory 108 at substantially the same
time in the historical processing of the application 106 that the
user selected trace entry 202. In the same manner, the core
data reconstitution application 114 can be configured to pro-
vide the relevant reconstituted core data 302 for each of a
range of two or more selected trace entries 206-1-206-5.

FIG. 4 depicts an example of a trace entry 400 comprising
a suspicious value in accordance with one embodiment dis-
closed within this specification. The suspicious value identi-
fication application 116 can generate the exception trace
entry 400 to indicate an identifier for the trace point (e.g.,
trace entry) at which the content of the address was first
corrupted. Moreover, the suspicious value identification
application 116 can identify suspicious values in the trace
entry 400 and indicate that such values are suspicious. In
illustration, the suspicious value identification application
116 can identify the pointer 402 as a suspicious entry. Accord-
ingly, the suspicious value identification application 116 can
apply highlighting 404 to the value 402 in the sample trace
entry 400. The highlighting 404 can be applied in any suitable
manner, as will be described herein. In one arrangement, the
trace entry 400 can include an entry 406, such as an *EXC*
entry, which confirms the pointer 402 is a suspicious value.
Thus, the trace entry 400 may contain more than one instance
of'the pointer 402, and highlighting 404 can be applied to both
instances, though the present arrangements are not limited in
this regard. Regardless of whether one instance, or more than
one instance, of the pointer 402 is highlighted, when the trace
data 110 is reviewed, such trace point can be easily identified.

To identify suspicious values in the trace data 110, the
suspicious value identification application 116 can imple-
ment validation logic that compares what value a data field
within a trace entry actually contains against what value(s) or
set/range of values the data field may be expected to contain
based on a declared data type of the data field. Data field
declarations utilize data type identifiers that define the bit
width and the type of data the data field is declared to store,
and as such, define correct data values or ranges of data values
that may be stored within the data fields. Data values that are
written to the trace entry are interpreted, field by field, and
compared to each data field’s data type declaration, either
within the source code, or within encoded metadata of inter-
mediate or executable code. Data field declarations may be
further enhanced to include indicators of which color/colors
to utilize to highlight out-of-range or out-of-data-type trace
values within the trace entry. The data field declarations may
also/alternatively be enhanced to include additional indica-
tors of which color/colors to utilize to highlight different error
types (e.g., out-of-range values versus values of a completely
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different data type relative to the declaration). As such, any
out out-of-range or out-of-data-type trace values, and particu-
lar error types, may be highlighted within a trace entry to
expedite issue resolution for the particular error or problem.
Accordingly, the present subject matter correlates trace val-
ues with data field declarations to improve trace entry analy-
sis by program/system developers.

For example, for each declared data field, a declared data
field type may be utilized during trace analysis to determine
anappropriate/acceptable value or range of values and/or data
type to expect within the associated data field of the trace. The
determined acceptable value or range of values and/or data
type may be encoded as metadata within the respective data
fields, such as within intermediate code or executable code
(e.g., within dummy control sections (e.g., DSECTs)). Dur-
ing trace analysis, the source code data type declarations or
the encoded metadata may be utilized to compare trace values
of data fields to identify any data fields that contain erroneous
values. Any erroneous values may be highlighted within the
trace output data to indicate to a user that the highlighted data
values are out-of-range or contain improper data values, and
to indicate that these data fields may warrant further investi-
gation with respect to being a potential root cause of the
particular error or problem.

Certain of the examples herein utilize the IBM® Customer
Information Control System (CICS®) environment (IBM
and CICS are trademarks of International Business Machines
Corporation in the United States, other countries, or both).
However, it is understood that differences exist between dif-
ferent platforms and that the present subject matter may be
implemented in any platform and in any manner appropriate
for a given implementation.

Within the CICS® environment, for each trace entry,
where applicable DATA fields exist, the DATA fields are
traced out where appropriate. In such an implementation, the
present technology would interpret the DATA fields that are
written to the trace entry, field by field, and compare the actual
field values against each field’s data type within a data struc-
ture that exists within the source code. Suspicious fields may
then be highlighted for review.

For example, consider a field that is a counter for the
number of times a file is opened. The counter field would be
expected to be zero or positive because there would not be a
negative number of times—a MINUS value—for a file open
operation. In such a situation, the present technology may
identify that the counter arithmetic has erred where values
that are expected to be positive are negative.

The data field declaration of the counter field may have an
additional parameter added that indicates to highlight the
trace data, for example in the color red, if the value is equal to
a negative number (e.g., EQNEGRED). As such, the counter
field data value within the trace data will be highlighted in red
under a circumstance where the data value is negative. Oth-
erwise, the counter field data value may be displayed, for
example, in the color green to indicate that there is no problem
with the data value relative to the data field declaration. Such
a counter may be declared, for example, as “BIN32 counter
EQNEGRED. Similarly, for fields that are expected to
always be zero or negative, a data field declaration of the
respective data field may have an additional parameter added
that indicates to highlight the trace data, for example in the
color red, if the value is equal to a positive number (e.g.,
EQPOSRED).

The following paragraph provides a non-exhaustive list of
several additional examples of data fields and value/range
declarations that may be established, validated, and high-
lighted within a trace if their values are outside of the range of

30

40

45

55

8

what they could be reasonably expected to contain. It is
understood that many additional forms of data fields and
value/range declarations are possible and all are considered
within the scope of the present subject matter.

For example, data fields defined as BIN16 and BIN32 may
be expected to contain positive numeric data and these data
fields may be highlighted if they contain character (CHAR)
data (e.g., CHARORANGE) or if they are determined to have
negative datavalues (e.g., EQCHARRED). Additionally, data
fields defined as BIN(31) may be highlighted where half-
word loading code (e.g., LOAD HALFWORD) propagates a
sign bit (unintentionally) to the top half of the data field
causing the data field to have a negative value. Similarly,
return addresses may be verified, for example, using a decla-
ration that specifies that a trace point may be issued “here” if
the module has been called from a particular module (e.g.,
module “Y”) and the return address field does not point to a
location within that particular module (e.g., within the mod-
ule “Y™). Traced parameter lists (e.g., PLISTS) often contain
pointers to other areas, and these pointers may be verified to
confirm that they only contain valid pointer values rather than
some other form of data of an incorrect data type. Timestamps
with inordinately large elapsed times between entry and exit
of'a module for adjacent or near adjacent trace entries may be
highlighted. A PLIST where the last pointer (e.g., that indi-
cates a lastargument) does not have its x ‘80’ bit set ora PLIST
that ends prematurely (e.g., no x‘80’ bit set in the lefimost
byte of the last pointer) may be highlighted. Additionally,
unbalanced GETMAIN/FREEMAIN events, and out-of-
bound (or non-zero) execution (EXEC) interface block (EIB)
response fields (EIBRESP) values may be highlighted. Non-
zero return codes from other products (often passed in a
particular register, such as register 15) or register “branch to”
values (such as R14 branch to values) may be highlighted if an
unusual value exists. Further, unbalanced module ENTRY/
EXIT events, non-zero message inserts, data fields containing
values of architected response and reason codes as they are
propagated to their callers, character (CHAR) data that is not
avalid value for the codepage in use, and initial image values
of “getmained” storage values when not x*00” may be high-
lighted. Reverse highlighting may also be used to further
enhance user identification of types of trace data, such as for
example, to encapsulate and identify dummy control sections
(e.g., DSECTs) when they are traced. Reverse highlighting
may be used for other distinctions as appropriate for a given
implementation.

The product being traced may additionally be architected
so that field declarations are grouped in an intuitive manner,
such as per the examples above, so that the field declarations
may be more easily identified. Further, more critical errors in
data field values may be highlighted more boldly than less
critical errors. For example, EIBRESP values may be high-
lighted in red, return codes (RC’s) from other products may
be highlighted in blue, and pointers containing character data
may be highlighted in yellow. Many other variations are pos-
sible and all are considered within the scope of the present
subject matter.

These groupings may be further enhanced by reverse high-
lighting thus providing a richer set of visual aids to assist in
identifying suspicious data field values for further investiga-
tion. Because the present technology utilizes data field dec-
larations, the trace data processing module “knows” the data
field names (e.g., because it has to interpret them). As such, a
suspicious field, once selected by way of, for example, a
question mark against the highlighted field, may then display
the data field name to further assist the user/troubleshooter.
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In some instances, the determination of whether a pointer
addresses a suspicious field value may not be readily apparent
based exclusively on the pointer value as recorded in trace
entry 400 of FIG. 4. For example, trace entries into the trace
data 110 may continue over a period of time. Data for a
particular memory address captured in a previous trace entry
may be overwritten, reallocated, freed, etc. by the time trace
entry 400 is generated. If the trace entry 400 includes a pointer
that points to the same memory address, and the data pres-
ently stored at that memory address appears to be valid, but
was not earlier, the pointer may not be indicated as being a
suspicious value if only the present content(s) of the memory
address is evaluated.

Nonetheless, if the trace entry 400 comprises a pointer,
when the trace entry 400 is generated, or at a later time, the
suspicious value identification application 116 can process
the delta core data 206 generated for both the current and
previous trace entries to arrive at a determination as to
whether the pointer points to an address that stores, or previ-
ously has stored, one or more erroneous values. Specifically,
the suspicious value identification application 116 can search
back through the delta core data 206 to identify records indi-
cating where the contents of the address were updated. Based
on these delta core records, the suspicious value identification
application 116 can identify corresponding trace entries, and
determine whether any such trace entries indicate that the
address contained erroneous values at the time such trace
entries were generated, or currently contains erroneous val-
ues, for example as previously described. If any such trace
entries contain erroneous values, then the pointer in the trace
entry 400 can be identified as being suspicious and indicated
as such. For example, the pointer can be highlighted as pre-
viously described.

In illustration, to determine whether the value that is, or has
been, stored at the address is an erroneous value, the suspi-
cious value identification application 116 can interpret at least
one data field in a trace entry identified by the delta core data
using a data field declaration of the data field that identifies a
data type of the data field. Further, the suspicious value iden-
tification application 116 can compare, for the interpreted
data field, an actual data value of the interpreted data field
with the data field declaration. Further, the suspicious value
identification application 116 can determine, based upon the
comparison, whether the actual data value of the interpreted
data field contains, or previously contained, an erroneous data
value based upon the data field declaration.

To interpret the data field in the trace entry identified by the
delta core data using the data field declaration, the suspicious
value identification application 116 can identify the data field
within the trace entry. The suspicious value identification
application 116 further can identify, for the identified data
field, the data field declaration within source code or execut-
able code of the application, and determine the data type of
the field data from the identified data field declaration within
the source code or the executable code. To compare, for the
interpreted data field, an actual data value of the interpreted
data field with the data field declaration, the suspicious value
identification application 116 can determine a correct set of
possible data values for the interpreted data field based upon
the data field declaration, and compare the actual data value of
the interpreted data field with the determined correct set of
possible data values for the interpreted data field.

In one arrangement, the field declaration can comprise a
highlight parameter that specifies a manner in which to high-
light data values within the trace entry that violate the data
field declaration. To indicate that the pointer is a suspicious
value, the suspicious value identification application 116 can
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highlight the pointer in the manner specified by the highlight
parameter, for example in response to determining that the at
least one actual data value violates the data field declaration
and contains the erroneous value.

In view of the foregoing, the present arrangements allow
fields of interest to be declared with a new parameter that
influences how the field may be displayed in a trace if it
contains an out-of-range value or data value type. Accord-
ingly, expedited problem resolution may be achieved, and
users and service programmers may be assisted with deter-
mination of'user or coding errors, respectively. These positive
results may in turn help reduce service costs, and improve
customer satisfaction and problem resolution response times.

The correlation of the data field may be performed during
trace entry post processing or as part of mainstream trace
processing itself. As such, trace entry post processing may be
performed in response to a user request for trace data, or trace
data may be modified and stored pre-processed. Alternatively,
mainstream trace processing may be performed during actual
trace data capture.

As such, the trace value correlation with data field decla-
rations described herein may be performed in real time to
allow prompt correlation of data field declarations with trace
values. For purposes of the present description, real time shall
include any time frame of sufficiently short duration as to
provide reasonable response time for information processing
acceptable to a user of the subject matter described. Addition-
ally, the term “real time” shall include what is commonly
termed “‘near real time”—generally meaning any time frame
of sufficiently short duration as to provide reasonable
response time for on-demand information processing accept-
able to a user of the subject matter described (e.g., within a
portion of a second or within a few seconds). These terms,
while difficult to precisely define are well understood by
those skilled in the art.

FIG. 5 is a flow chart illustrating a method 500 of perform-
ing diagnostic tracing of an executing application in accor-
dance with another embodiment disclosed within this speci-
fication. At step 502, a trace entry in trace data can be
identified. The trace entry can comprise a pointer that refers to
a memory address.

At step 504, whether a value that is, or has been, stored at
the memory address is an erroneous value can be determined.
For example, delta core data generated for at least one trace
entry can be processed to determine whether the value that is,
or has been, stored at the memory address is an erroneous
value. The delta core data can be data that represents at least
a portion of a difference between a first set of core data and a
second set of core data. The delta core data can be generated
during execution of the application, for example as described
herein. The delta core data can comprise a record of the
memory address and corresponding data content in the
memory address that has been modified since the first set of
core data was recorded.

Further, to determine whether the value that is, or has been,
stored at the memory address is an erroneous value, at least
one data field in a trace entry identified by the delta core data
can be interpreted using a data field declaration of the data
field that identifies a data type of the data field. Interpreting at
least one data field in the trace entry identified by the delta
core data can include identifying the data field within the trace
entry, identifying, for the identified data field within the trace
entry, the data field declaration within source code or execut-
able code, and determining the data type of the data field from
the identified data field declaration within the source code or
the executable code. For the interpreted data field, an actual
data value of the interpreted data field can be compared with
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the data field declaration. Based upon the comparison,
whether the actual data value of the interpreted data field
contains an erroneous data value can be determined based
upon the data field declaration.

Comparing the actual data value of the interpreted data
field with the data field declaration can include determining a
correct set of possible data values for the interpreted data field
based upon the data field declaration and comparing the
actual data value of the interpreted data field with the deter-
mined correct set of possible data values for the interpreted
data field.

Atstep 506, responsive to determining that the value that is,
or has been, stored at the memory address is an erroneous
value, the pointer can be indicated as being a suspicious value.
In one arrangement, the data field declaration can comprise a
highlight parameter that specifies a manner in which to high-
light data values within the trace entry that violate the data
field declaration. The pointer can be indicated as being a
suspicious value by highlighting, in response to determining
that the at least one actual data value violates the data field
declaration and contains the erroneous value, the pointer in
the manner specified by the highlight parameter.

FIG. 6 is a block diagram illustrating further details of the
processing system 102 of FIG. 1 in accordance with one
embodiment disclosed within this specification. The process-
ing system 102 can include at least one processor 605 (e.g., a
central processing unit) coupled to memory elements 610
through a system bus 615 or other suitable circuitry. As such,
the processing system 102 can store program code within the
memory elements 610. The processor 605 can execute the
program code accessed from the memory elements 610 via
the system bus 615. It should be appreciated that the process-
ing system 102 can be implemented in the form of any system
including a processor and memory thatis capable of perform-
ing the functions and/or operations described within this
specification. For example, the processing system 102 can be
implemented as a computer, a workstation, a mobile com-
puter, a laptop computer, tablet computer, a smart phone, a
personal digital assistant, an appliance, and so on.

The memory elements 610 can include one or more physi-
cal memory devices such as, for example, local memory 620
and one or more bulk storage devices 625. L.ocal memory 620
refers to RAM or other non-persistent memory device(s)
generally used during actual execution of the program code.
The bulk storage device(s) 625 can be implemented as a hard
disk drive (HDD), solid state drive (SSD), or other persistent
data storage device. The processing system 102 also can
include one or more cache memories (not shown) that provide
temporary storage of at least some program code in order to
reduce the number of times program code must be retrieved
from the bulk storage device 625 during execution.

Input/output (1/0) devices such as a display 630, a pointing
device 635 and a keyboard 640 can be coupled to the process-
ing system 102. The 1/O devices can be coupled to the pro-
cessing system 102 either directly or through intervening /O
controllers. For example, the display 630 can be coupled to
the processing system 102 via a graphics processing unit
(GPU), which may be a component of the processor 605 or a
discrete device. One or more network adapters 645 also can
be coupled to processing system 102 to enable processing
system 102 to become coupled to other systems, computer
systems, remote printers, and/or remote storage devices
through intervening private or public networks. Modems,
cable modems, and Ethernet cards are examples of different
types of network adapters 645 that can be used with process-
ing system 102.
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The memory elements 610 can store the operating system
104, the core data processing application 112, the core data
reconstitution application 114 and the suspicious value iden-
tification application 116 depicted in FIG. 1. Further, the
memory elements 610 can store the trace data 110 and the
core data 118 of FIG. 1, the base core data 204 and delta core
data206 of FIG. 2, and the reconstituted core data 302 of F1G.
3.

Being implemented in the form of executable program
code, the core data processing application 112, the core data
reconstitution application 114 and the suspicious value iden-
tification application 116 can be executed by the processing
system 102 and, as such, can be considered part of the pro-
cessing system 102. In this regard, the core data processing
application 112, the core data reconstitution application 114
and the suspicious value identification application 116 are
functional data structures that impart functionality when
employed as part of the processing system 102. The trace data
110, core data 118, base core data 204, delta core data 206,
and reconstituted core data 302 also are functional data struc-
tures that impart functionality when processed by the pro-
cessing system 102.

The flowchart and block diagrams in the Figures illustrate
the architecture, functionality, and operation of possible
implementations of systems, methods and computer program
products according to various embodiments of the present
invention. In this regard, each block in the flowchart or block
diagrams may represent a module, segment, or portion of
code, which comprises one or more executable instructions
for implementing the specified logical function(s). It should
also be noted that, in some alternative implementations, the
functions noted in the block may occur out of the order noted
in the figures. For example, two blocks shown in succession
may, in fact, be executed substantially concurrently, or the
blocks may sometimes be executed in the reverse order,
depending upon the functionality involved. It will also be
noted that each block of the block diagrams and/or flowchart
illustration, and combinations of blocks in the block diagrams
and/or flowchart illustration, can be implemented by special
purpose hardware-based systems that perform the specified
functions or acts, or combinations of special purpose hard-
ware and computer instructions.

The terminology used herein is for the purpose of describ-
ing particular embodiments only and is not intended to be
limiting of the invention. As used herein, the singular forms
“a,”“an,” and “the” are intended to include the plural forms as
well, unless the context clearly indicates otherwise. It will be
further understood that the terms “includes,” “including,”
“comprises,” and/or “comprising,” when used in this specifi-
cation, specify the presence of stated features, integers, steps,
operations, elements, and/or components, but do not preclude
the presence or addition of one or more other features, inte-
gers, steps, operations, elements, components, and/or groups
thereof.

Reference throughout this specification to “one embodi-
ment,” “an embodiment,” or similar language means that a
particular feature, structure, or characteristic described in
connection with the embodiment is included in at least one
embodiment disclosed within this specification. Thus,
appearances of the phrases “in one embodiment,” “in an
embodiment,” and similar language throughout this specifi-
cation may, but do not necessarily, all refer to the same
embodiment.

The term “plurality,” as used herein, is defined as two or
more than two. The term “another,” as used herein, is defined
as at least a second or more. The term “coupled,” as used
herein, is defined as connected, whether directly without any
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intervening elements or indirectly with one or more interven-
ing elements, unless otherwise indicated. Two elements also
can be coupled mechanically, electrically, or communica-
tively linked through a communication channel, pathway,
network, or system. The term “and/or” as used herein refers to
and encompasses any and all possible combinations of one or
more of the associated listed items. It will also be understood
that, although the terms first, second, etc. may be used herein
to describe various elements, these elements should not be

limited by these terms, as these terms are only used to distin- 10

guish one element from another unless stated otherwise or the
context indicates otherwise.

The term “if”” may be construed to mean “when” or “upon”
or “in response to determining” or “in response to detecting,”
depending on the context. Similarly, the phrase “if it is deter-
mined” or “if [a stated condition or event] is detected” may be
construed to mean “upon determining” or “in response to
determining” or “upon detecting [the stated condition or
event]” or “in response to detecting [the stated condition or
event],” depending on the context.

The corresponding structures, materials, acts, and equiva-
lents of all means or step plus function elements in the claims
below are intended to include any structure, material, or act
for performing the function in combination with other
claimed elements as specifically claimed. The description of
the embodiments disclosed within this specification have
been presented for purposes of illustration and description,
but are not intended to be exhaustive or limited to the form
disclosed. Many modifications and variations will be appar-
ent to those of ordinary skill in the art without departing from
the scope and spirit of the embodiments of the invention. The
embodiments were chosen and described in order to best
explain the principles of the invention and the practical appli-
cation, and to enable others of ordinary skill in the art to
understand the inventive arrangements for various embodi-
ments with various modifications as are suited to the particu-
lar use contemplated.

What is claimed is:

1. A method of performing diagnostic tracing of an execut-
ing application, the method comprising:

identifying a trace entry in trace data, the trace entry com-

prising a pointer that refers to a memory address;

determining, using a processor, whether a value that is, or

has been, stored at the memory address is an erroneous

value;

responsive to determining that the value that is, or has
been, stored at the memory address is an erroneous
value, indicating the pointer as being a suspicious
value, wherein

the determining whether the value that is, or has been,

stored at the memory address is an erroneous value

comprises:

interpreting at least one data field in a trace entry iden-
tified by the delta core data using a data field decla-
ration of the data field that identifies a data type of the
data field;
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comparing, for the interpreted data field, an actual data
value of the interpreted data field with the data field
declaration; and

determining, based upon the comparison, whether the
actual data value of the interpreted data field contains
an erroneous data value based upon the data field
declaration,

the data field declaration comprises a highlight parameter

that specifies a manner in which to highlight data values
within the trace entry that violate the data field declara-
tion; and

the indicating the pointer as being a suspicious value com-

prises highlighting, in response to determining that the at
least one actual data value violates the data field decla-
ration and contains the erroneous value, the pointer in
the manner specified by the highlight parameter.

2. The method of claim 1, wherein determining whether the
value that is, or has been, stored at the memory address is an
erroneous value comprises:

processing delta core data generated for at least one trace

entry to determine whether the value that is, or has been,
stored at the memory address is an erroneous value,
wherein the delta core data is data that represents at least
a portion of a difference between a first set of core data
and a second set of core data.

3. The method of claim 2, further comprising:

generating the delta core data during execution of the appli-

cation.

4. The method of claim 3, wherein the delta core data
comprises a record of the memory address and corresponding
data content in the memory address that has been modified
since the first set of core data was recorded.

5. The method of claim 1, wherein interpreting at least one
data field in the trace entry identified by the delta core data
using the data field declaration of the data field that identifies
the data type of the data field comprises:

identifying the data field within the trace entry;

identifying, for the identified data field within the trace

entry, the data field declaration within source code or
executable code; and

determining the data type of the data field from the identi-

fied data field declaration within the source code or the
executable code.

6. The method of claim 1, wherein comparing, for the
interpreted data field, the actual data value of the interpreted
data field with the data field declaration comprises:

determining a correct set of possible data values for the

interpreted data field based upon the data field declara-
tion; and

comparing the actual data value of the interpreted data field

with the determined correct set of possible data values
for the interpreted data field.
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